Sentinel diskettes are produced within a rigidly 
controlled manufacturing process. This process 
utilizes proprietary machinery and test equipment 
designed and fabricated by Sentinel. 


Each Sentinel disk is coated with a high quality 
magnetic material which ensures optimum storage 
capacity, electrical performance and media 
durability. 


The Sentinel burnishing process provides an 
advanced degree of surface smoothness allowing 
for maximum head-to-disk contact. Burnishing is 
one of the most important steps in ultimately 
determining the quality and signal characteristics 
of the media. 


Sentinel jackets are manufactured to tighter 
tolerances than industry standards; thereby 
providing the ultimate in media protection and 
overall diskette performance with minimum torque. 
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Guaranteed— 
when properly used— 

to read, write, error-free 
as long as you own them. 


Color Coding offers a new time-saving approach for 
organizing data storage—identification based on 
the color of the diskette. Color can be used in a 
functional way; for example, receivables in green, 
payables in red, inventory in blue, purchasing in 
orange, and so on... 


Sentinel Color Diskettes meet or exceed all criteria 
necessary for accurate error-free read/write 
operations. Each Sentinel Color Diskette is 100% 
certified on all tracks to ensure the highest level of 
operational integrity. Sentinel stands behind each 
diskette with a written guarantee assuring flawless 
performance for as long as you own it. 


One Sentinel Plaza, Hyannis, MA 02601. Toll-free: 1-800-323-5005 (in Massachusetts 1-800-323-5001) Telex: 94-0350 
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Sentinel Color Diskettes 


= Sector Unformatted Part 
LY inch Format Holes Byte Capacity  TPI BPI Number 
mb 4, SINGLE SIDED, SINGLE DENSITY, 40 TRACKS 
Soft 1 Index 125K 48 2800 5S*11 
Hard 10+1 Index 125K 48 2800 5H*11 
Hard 16+1 Index 125K 48 2800 SH«11A 
SINGLE SIDED, DOUBLE DENSITY, 40 TRACKS 
Soft 1 Index 250K 48 5600 5S*12 
Hard 10+1 Index 250K 48 5600 5H*12 
Hard 16+1 Index 250K 48 5600 5H#*12A 
DOUBLE SIDED, DOUBLE DENSITY, 40 TRACKS/SIDE 
Soft 1 Index 500K 48 5600 5S*22 
Hard 10+1 Index 500K 48 5600 SHx22 
Hard 16+1 Index 500K 48 5600 5H*22A 
SINGLE SIDED, DOUBLE DENSITY, 80 TRACKS 
Soft 1 Index 500K 96 5600 5S+*14 
Hard 10+1 Index 500K 96 5600 5H*14 
Hard 16+1 Index 500K 96 5600 5H*14A 
DOUBLE SIDED, DOUBLE DENSITY, 80 TRACKS/SIDE 
Soft 1 Index 1000K 96 5600 5S*24 
Hard 10+1 Index 1000K 96 5600 5H*24 
Hard 16+1 Indéx 1000K 96 5600 5H*24A 
REVERSIBLE DISKETTES, 40 TRACKS 
Soft 1 Index 250K 48 2800 5FD*21 
Soft 1 Index 500K 48 5600 5FD«22 
° Sectors/ Bytes/ Formatted Unformatted Part 
inch Format Track Sector Byte Capacity Byte Capacity  TPI BPI Number 
SINGLE SIDED, SINGLE DENSITY, 77 TRACKS 
Soft - - - 400K 48 3200 8Sxi1 
Soft 8 512 300K 400K 48 3200 8S 1A 
Soft 15 256 280K 400K 48 3200 8S*11B 
Soft 26 128 243K 400K 48 3200 8S*11C 
Hard 32 - - 400K 48 3200 8H+*11 
SINGLE SIDED, DOUBLE DENSITY, 77 TRACKS 
Soft - - - 800K 48 6400 8S*12 
Soft 26 128 500K 800K 48 6400 8S«2C 
Hard 32 - - 800K 48 6400 8H-«#12 
DOUBLE SIDED, DOUBLE DENSITY, 77 TRACKS/SIDE 
Soft - - - 1500K 48 6400 8S*22 
Soft 8 1024 1212K 1500K 48 6400 8S2x22A 
Soft 15 ae 1137K 1500K 48 6400 8S*22B 
Soft 26 256 985K 1500K 48 6400 8S*22C 
Hard 32 - - 1500K 48 6400 8H*22 
Specifications 
GENERAL Missing Bit—Certified at 70% clipping levels. Jacket 


The Sentinel Diskette is a thin, flexible disk 
permanently enclosed in a semi-rigid protective 
jacket. The jacket contains a liner that cleans 
the disk as it turns. The disk surface is a 
magnetic coating on which data is written by 
the orientation of magnetic domains. Data 
storage is organized by track and sector, depen- 
dent upon the format used. 


Magnetic 
Every diskette is certified 100% error-free at the 
time of manufacture. 


Distributed by: 


PHYSICAL 
Disk 
Substrate: Polyethylene terephthalate (.003). 
Coating: randomly oriented magnetic oxide. 
Diameters: 

O.D. 5% in. = 5.125 nominal (13.017 cm). 
O.D. 8 in. = 7.880 nominal (20.015 cm). 
LD. 5% in. = 1.125 nominal ( 2.857 cm). 
LD. 8 in. = 1.500 nominal ( 3.810 cm). 


5% X 5% inch + .010 in. jacket uses 10 mil PVC 

for added strength in handling. 8 X 8 inch + 

.015 inch jacket uses 11 mil PVC. Both jackets 

are lined with a nonwoven, self-cleaning 

material with a nominal thickness of 0.008 in. 

(0.2mm). 

Media Life 

5 million passes minimum (278 hours with the 

head loaded normally on a single track). 

Environmental 

Temperature: operating, storage: 10°C to 51.6°C 
(50°F to 125°F). 

Humidity: operating, storage: 8-80% R.H. 

Shipping: -40°C to 517°C (-40°F to 125°F). 

Humidity: 8-80% R.H. 


Printed in U.S.A. D13-11/84 


